
www.hcl-clamping.co.uk   |   www.hcl-clamping.com
HCL Fasteners Corp, Houston, Texas, USA
email: sales@hcl-clamping.com 
Tel: 001 281 717 1145

HCL Fasteners Ltd, Radstock, Bath, UK 
email: sales@hcl-clamping.co.uk 

Tel: +44 (0)1761 417714

PRODUCT INFORMATION
RoHS Compliant: Yes

Hazardous Goods: No

HS Tariff Code: 7326 90 92

MATERIAL INFORMATION
W2 W4

Band & Housing: 430 Stainless Steel
304 Stainless Steel

Screw: Zinc Plated Steel

Part Number
HCL Product Description

Relle Length Head  
Quantity

Band Width Band Thickness Screw

m ft mm inch mm inch mm A/F

FC-KIT-W2 Fast Clamp Kit - 14.0mm wide -  
3mt & 8 Screws - W2

3 9.84 8.0

14.0 0.55 0.8 0.031

8.0
FC-KIT-W4 Fast Clamp Kit - 14.0mm wide -  

3mt & 8 Screws - W4

FC-BA-25M-W2 Fast Clamp -14.0mm wide 
Perforated - 25m Length - W2

25 82.02
FC-BA-25M-W4 Fast Clamp -14.0mm wide 

 Perforated - 25m Length - W4

FC-BU-W2 Fast Clamp - Head/Screw -  
14.0mm Wide - W2

8.0
FC-BU-W4 Fast Clamp - Head/Screw-  

14.0mm Wide - W4

HCL offers a high strength continuous 
worm drive kit, comprising of a 14mm wide 
perforated band with a separate screw and 
housing. 

The band can be cut to a desired length 
and fitted using standard tools to make 
a complete worm drive hose clamp of 
any diameter, thereby offering a versatile 
clamping solution. The W2 430SS Material 
is suitable for General Industry Applications 
whilst the 304 material offers excellent 
corrosion resistance. 

Worm Drive Kit (FC) 
Continuous Worm Drive Hose Clamp Kit – 14mm wide


