Herbie® Clip

Designed and manufactured by HCL to the highest

quality the Herbie® Clip is the original double grip Dimensions & Part Numbers
plastic hose clamp. It offers exceptional strength

- . . . Diameter Range Band Width Band Thickness | Head Height |Nylon 6.6 Weight
due to it's unique double row of interlocking toothed (A-AJ) mm / inch grams/ounces

jaws which offer over twice the clamping forces HC-A 54-63/021-025 40/076 14/0055 84/033 050/0018
achieved by similar Single toothed pI’OdUCtS. HC-AA 6.4-87/025-034 46/0.18 10.0/0.39 0.82/0.029
. . ; ) HC-B 80-92/032-036 45/018 95/037 0.82/0.029
The Herbie® Clip is a high quality hose clamp made HC-BB 9.1-105/0.36 - 041 4.4/0.17 110/0.43 1.01/0.036
1770067

from Nylon 6.6. and offers the largest range of HC-C 10.3-120/041-047 59/023 12.4/0.49 1.75/0.062
Snap Fit Style Hose Clamps with 38 sizes ranging HCCC | 113-134/045-053 | 63/025 12.6/0.50 1.92/0.068
HC-D 123-142/048-056 59/023 12.2/0.48 175/ 0062
from 5.6mm to 169mm diameter. The clamp is HCE | 138-153/054-060 | 7.3/0.29 2170083 137/0.54 2880102
hlghly versat”e and |ends |tse|f to a W|de Varlety HC-F 149-17.4/0.59-0.69 7.2/0.28 2.2/0.087 13.1/0.52 3.05/0.108
of applications meaning that Herbie® Clips can HCG 17.0-194/067-076 | 7.0/028 2.1/0083 12.7/0.50 2.79/0.098
HCH 182-210/072-083 | 7.2/028 22/0.087 12.8/0.50 3.06/0.108
be found in Agricultural Machinery, Automotive HCJ 207-237/082-093 | 64/025 145/057 342/0121
Engines, White Goods and many other applications. HCK | 223-252/088-099 | 7.2/028 21/0083 131/0.52 354/0125
HCL 251-282/099—1.11 72/028 13.1/0.52 357/0126
Key Feat ures HCM | 264-209/104-118 80/032 22/0087 13.6/0.54 £91/0173
HCN 294-327/116-129 | 91/036 2.1/0.083 136/054 554/019
B Double Row of Interlocking Teeth HCP 323-353/127-139 | 93/037 220087 13.9/0.55 592/0209
HCQ | 352-387/139-152 | 90/035 13.7/0.54 6.41/0.226
B Fasy to Install with Pliers HCR | 37.4-409/147-161 | 93/037 133/0.52 642/0227
B Reusable & releasable HCS 407-443/160-175 | 91/036 13.0/0.51 6.49/0229
HCT | 433-472/171-186 8.9/035 131/0.52 6.56/0.232
B Minimal Leak Path HC-U 463-502/182-1.98 89/035 2170083 143/0.56 7.06/0.249
® Advanced Tooling for Production Lines HCV | 492-536/194-211 91/036 147/0.58 7.99/0282
HCW | 527-564/208-222 | 88/035 148/0.58 8.06/0.285
® Non-Corrosive, Non-Conductive, Non-Magnetic HCX 548-594/216-234 | 9.3/037 2.4/0.095 156/ 0.61 9.80/0.346
m High Pressure resistance — over 30 bar (depends HC59 | 593-64.5/234-254 | 9.1/036 2.5/0099 17.2/0.68 11.01/0389
) HC64 | 635-667/250-263 | 9.1/036 26/0.102 15.6/0.61 9.47/0334
on hose & spigot) HC-66-534B | 652-703/257-277 | 93/037 20/0.079 153/0.60 9.48/0335
] Choice Of materia's (B'ack Standard) HC-70 70.4-755/277-297 94/037 26/0.102 15.3/0.60 11.82/0417
. HC75 | 742-800/292-315 | 93/037 2.5/0099 16.8/0.66 13.46/0.475
® Choice of colours HC80 | 79.9-844/315-333 | 9.0/035 31/0122 17.6/0.69 12.62/0.445
Alltecth engaged 5 teeth engaged B HC85 | 848-89.8/334-354 | 89/035 2.5/0099 17.3/0.68 11.98/0423
— 1 » — HCO1 | 878-946/346-373 | 95/037 27/0.106 162/ 064 14.45/0.510
C. lD HC96 | 955-1016/376-400| 85/033 2.5/0099 17.6/0.69 13.80/0.487
— > § w A HC105 |1043-1104/411-435| 86/034 26/0.102 17.2/0.68 1430/0.505
HC109 |1069-1140/421-449| 90/035 2.5/0099 17.7/070 15.94/0.563
HC-115 | 1140-121.9/449-480| 9.4/037 27/0.106 17.3/0.68 19.81/0699
HC163 | 1622-1693/639-667 | 9.9/0.39 2.5/0099 15.3/0/60 1858/ 0656

IMPORTANT: All dimensions and weights are measured in their ‘Dry as Moulded’ state (DAM).

TOLERANCE: Dimensions +/- 1% or 0.1mm whichever is the greatest, Weights +/- 2.5%.
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Herbie® Clip

Basic Facts Installation and Removal Tools

Diameter Range 5.6mm — 169mm

Operating PA66 (Nylon 6.6.) Max Long term y -‘,__A'/ﬁ: »
Temperature — °C Temp 125°C (255°F) — Occasional Peak

Temp 170°C (340°F)

PP (Polypropylene) Max Long term
Temp 60°C (140°F) — Occasional Peak
Temp 99°C (195°F)

Specifications RoHS compliant

Hazardous Goods NO Manual Removal Tool
Flammability PA66 (Nylon 6.6.) UL 94 V-2

Standard Material Polyamide 6.6 (PA66) —

Polypropylene (PP) on request

Standard Colour Black (other colours on request)

Fitting and Installation

Pneumatic Calliper Tool Pneumatic Piston Tool

Control Box

Developed exclusively for High volume production line installa-
tion HCLs Control Box offers the following features:

B HMI (Human Machine Interface) touch screen control

B Digital control of air pressure — to maintain a consistent tight-
ening force \

M Digital control of clamping time — to
maintain a consistent tightening time

B Dry cycle detection (tool option) —
Detects tooluse without a clip being
in place

B In process advisory information
screens

B Batch and unit count control

B Supervisory control

B Adjustable orientation of
the HMI screen
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