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PRODUCT INFORMATION
RoHS Compliant: Yes

Hazardous Goods: No

HS Tariff Code: 7326 90 92

MATERIAL INFORMATION
Clamp: 201 Stainless Steel

MT-MB-01 MT-MB-02

Preformed Clamp (PC) 
Stainless Steel Preformed Clamps

Preformed Band Clamps offer a smooth inner diameter and provide the highest strength capability. Manufactured 
in Italy they cover a wide range of fixed diameters and made from 301 Stainless Steel. Vibration resistant and 
automatically locked with one simple lever movement. 

These clamps are idea where superior strength is required. Preformed Band Clamps require both the Metal Banding 
Tool (MT-MB-01) and the Tool Adapter (MT-MB-02) for installation.
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Part Number
HCL

Max Dia Band Width Band Thickness

mm inch mm inch mm inch

PC-6-19-W2 19.1 0.75

6.4

0.25

0.5 0.020

PC-6-21-W2 20.6 0.81

PC-6-25-W2 25.4 1.00

PC-6-35-W2 34.9 1.37

PC-6-38-W2 38.1 1.50

0.37

PC-6-51-W2 50.8 2.00

PC-6-63-W2 63.5 2.50

PC-6-70-W2 69.9 2.75

PC-6-76-W2 76.2 3.00

PC-6-90-W2 88.9 3.50

PC-6-102-W2 101.6 4.00

PC-6-114-W2 114.3 4.50

PC-10-21-W2 20.6 0.81

9.5 0.7 0.026

PC-10-25-W2 25.4 1.00

PC-10-35-W2 34.9 1.37

PC-10-51-W2 50.8 2.00

PC-10-64-W2 63.5 2.50

PC-10-76-W2 76.2 3.00

PC-10-90-W2 88.9 3.50

PC-10-102-W2 101.6 4.00

PC-13-26-W2 25.4 1.00

12.7 0.50

0.8 0.030

PC-13-32-W2 31.8 1.25

PC-13-38-W2 38.1 1.50

PC-13-45-W2 44.5 1.75

PC-13-51-W2 50.8 2.00

PC-13-64-W2 63.5 2.50

PC-13-70-W2 69.9 2.75

PC-13-76-W2 76.2 3.00

PC-13-90-W2 88.9 3.50

PC-13-102-W2 101.6 4.00

PC-16-38-W2 38.1 1.50

15.8 0.62

PC-16-45-W2 44.5 1.75

PC-16-51-W2 50.8 2.00

PC-16-57-W2 57.2 2.25

PC-16-64-W2 63.5 2.50

PC-19-51-W2 50.8 2.00

PC-19-64-W2 63.5 2.50

PC-19-70-W2 69.9 2.75

19.0 0.75

PC-19-76-W2 76.2 3.00

PC-19-89-W2 88.9 3.50

PC-19-102-W2 101.6 4.00

PC-19-114-W2 114.3 4.50

PC-19-127-W2 127.0 5.00

PC-19-133-W2 133.4 5.25

PC-19-152-W2 152.4 6.00

PC-19-165-W2 165.1 6.50

PC-19-178-W2 177.8 7.00

PC-19-203-W2 203.2 8.00


