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Part Number
HCL

Min Dia (A) Max Dia (A) Band/Tie Width (B) Band Thickness (C) Max 
Torque 

Nmmm inch mm inch mm inch mm inch

WD-B5-000-SW 10.0 0.39 16.0 0.63

9.7 0.38

0.8 0.031

3.5
WD-B5-00-SW 13.0 0.51 19.0 0.75

WD-B5-0-SW 16.0 0.63 25.0 0.98

WD-B5-0X-SW 19.0 0.75 29.0 1.14

WD-BS-1A-SW 20.0 0.79 32.0 1.26

11.7 0.46

4.5

WD-B5-1-SW 25.0 0.98 38.0 1.50

WD-B5-1X-SW 32.0 1.26 44.0 1.73

WD-BS-2A-SW 35.0 1.38 51.0 2.01

WD-B5-2-SW 38.0 1.50 57.0 2.24

WD-BS-2X-SW 44.0 1.73 64.0 2.52

5.0

WD-B5-3-SW 51.0 2.01 70.0 2.76

WD-BS-3X-SW 64.0 2.52 76.0 2.99

WD-B5-4-SW 70.0 2.76 89.0 3.50

WD-B5-4X-SW 76.0 2.99 92.0 3.62

WD-B5-5-SW 80.0 3.15 100.0 3.94

WD-B5-SX-SW 90.0 3.54 110.0 4.33

WD-B5-6-SW 100.0 3.94 120.0 4.72

WD-BS-6X-SW 110.0 4.33 130.0 5.12

WD-B5-7-SW 120.0 4.72 140.0 5.51

PRODUCT INFORMATION
RoHS Compliant: Yes

Hazardous Goods: No

HS Tariff Code: 7326 90 92

MATERIAL INFORMATION
W4

Band Screw & Housing: Stainless Steel AISl-304 

HCL supply a budget range of British Style Zinc Plated Worm 
Drive Clamps. These clamps are manufactured using a Spot 
Weld technique.
*The maximum application pressure can vary depending on the type of hose used 
and the geometry of the coupling.

HCL Budget Worm Drive (WD-BS)
British Standard Budget Style Worm Drives 


